
November 13, 2002 

Wabedo Township  

Memorandum On Road Qualifications 
 

The following are the minimum road requirements that must be met in order for the 

township to take over maintenance of a private road.  These requirements are gathered 

from previous minutes of the Wabedo Township Board meetings and from the Cass 

County Subdivision And Platting Ordinance dated August 15, 2002. 

 

Technical Specifications 
 

1. All roads must have a 66-foot right-of-way and must be platted at 66 feet.   

2. All 66 feet of the road may not have to be cleared but the minimum clearance 

should be at least 44 feet.   

3. It would be ideal for the cleared road to be in the center of the 66-foot right-of-

way.   

4. Dead end roads are prohibited but cul-de-sacs shall be permitted.  There must be a 

way for emergency vehicles to turn around.  Cul-de-sacs shall have a terminal 

turn around which shall be provided at the closed end, with a turn around of a 

minimum outside right-of-way diameter of one hundred twenty (120) feet and a 

radius of sixty (60) feet.  

5. A road taken over for maintenance by the township must have adequate sub-grade 

with a minimum of 3 inches of class five gravel over the sub-grade.  A road taken 

over by the township shall have no gravel added for the first two years. 

6. Road Grade--In general, the grade of the road should not be more than ten (10) 

percent.  Proper consideration should be given as to whether an emergency 

vehicle can get started from a stopped position on the grade.   

7. Appropriate ditches must be present on both sides of the road, which provide for 

appropriate drainage.  This includes consideration of culverts under driveways. 

8. The road to be taken over must have an adequate crown of 1/3 to ½ inch for each 

foot of width measured from the center of the road to the edge of the driving 

surface.  An appropriate crown or slant to the road must be provided to allow for 

proper water run-off from the roadway. 

 

Administrative Considerations 
 

9. Regular grading and snowplowing can begin immediately upon takeover.   

10. The decision whether to take over a road or not should not be made at the site but 

should be tabled for the next regular meeting of the Town Board.  

 

 

 

References:  Minutes of the Wabedo Township Board—May 9, 1996. 

                     Cass County Subdivision And Platting Ordinance—August 15, 2002.  

 

Compiled by the Wabedo Township Planning Commission at their monthly meeting on 

October 3, 2002.  Members present at that meeting included:  Chair person Craig 

Anderson, Vice Chair person Harold Harper, and members Jack Abrahamson, Ron 

Anderson, and Ken Sausman.  



Wabedo Township Snowplow Policy 
 

The criteria for snow removal in Wabedo Township will be as follows:  

o Snow accumulation of 4 inches or more; 

o or severe drifting snow. 

Snow plowing under sever conditions will consist of opening roads first and widening at 

a later time.  Under normal conditions, one plowing per snow fall will be considered 

sufficient. 

Snow removal operation may also be delayed because of weather conditions, personnel, 

equipment availability, and budget.   

The Township does not salt or sand roads. 

Residents are reminded that it is unlawful to plow snow unto roads and frozen solid mass 

can create a hazard situation for which the property owner may become liable.  

Wabedo Township 

Barbara Anderson, Clerk 

November, 2002 

 

 



 

 

 



 

 

 

 



 

 

 

 



 


